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Clamshell bucket with two vertical cylinders, suitable for loading and digging

» Geometry of the 2 powerful cylinders grants huge penetration force.
* Robust construction makes it suitable for the most demandingapplications.
» Suggested for excavator up to 32 Ton.
* Buckets made of HB 400 wear-resistantsteel,
teeth available on demand.
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Model Cap. . Weight Kg daN
CSB- 2/300 300 480 3000 300 1620 1480 1780 1280 500
CSB- 2/350 350 510 3000 300 1620 1480 1780 1280 600
CSB- 2/400 400 540 3000 300 1620 1480 1780 1280 700
CSB- 2/450 460 580 3000 300 1620 1480 1780 1280 800
CSB- 2/500 520 610 3000 300 1620 1480 1780 1280 900
CSB- 2/1000 1050 1500 5000 300 2400 1950 2000 1400 1000
CSB- 2/1300 1350 1700 5000 300 2400 1950 2000 1400 1300
CSB- 2/1500 1600 1900 5000 300 2400 1950 2000 1400 1500
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Fixed head Bolt-on head (without rotation)
T10 Rotator M Mechanical, free 250° rotation (without hydraulic supply)
T10 Rotator H Hydraulic rotator up to 500 It.
T20 Rotator H Hydraulic rotator for 1000 It. and over
Teeth Digging teeth, bolted
Extension Extensions up to 3 metres of length Top

link for excavator Cardan suspension link for excavator
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Clamshell bucket with horizontal cylinder

Weight Kg Max load

daN
CSB - 60/H 1-35 60 75 300 220 930 805 560 330 300
CSB - 80/H 1-35 80 85 300 220 930 805 560 330 400
CSB - 100/H 1-35 100 100 300 220 930 805 560 330 500
CSB - 110/H 4-6 110 150 600 220 1065 1015 715 410 300
CSB - 130/H 4-6 130 160 600 220 1065 1015 715 410 400
CSB - 150/H 4-6 150 170 600 220 1065 1015 715 410 500
CSB - 180/H 7-9 180 300 1500 220 1300 1125 850 550 500
CSB - 210/H 7-9 210 310 1500 220 1300 1125 850 550 600
CSB - 240/H 7-9 240 325 1500 220 1300 1125 850 550 700
CSB - 270/H 7-9 270 340 1500 220 1300 1125 850 550 800
CSB - 250/H 7-9 250 320 1000 220 1500 1340 920 500 500
CSB - 300/H 7-9 300 330 1500 220 1500 1340 920 500 600
CSB - 400/H 7-9 400 345 1500 220 1500 1340 920 500 700
CSB - 500/H 7-9 500 365 1500 220 1500 1340 920 500 800
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Fixed head Bolt-on head (without rotation)
T10 Rotator M Mechanical, free rotation (250°)
T10 Rotator H Hydraulic continuous rotator
Ejector Scraper for mud
Teeth Digging teeth, bolted
Top link for crane Suspension link (cardanic) for truck crane

Top link for excavator  Suspension link (cardanic) for excavator
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